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Rackmount Power Rails     

 

 
 
 
 
 

 
 
 

 

 
 

 

 

 
 

 

 
  
  

  
  
 
 
 

 

 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

ORDERING INFORMATION 
L1-PDU-06H 1RU 19" Horizontal Rackmount Power Rail - 6 port  

L1-PDU-10V Vertical Rackmount AU Power Rail - 10 ports  

L1-PDU-10VC Vertical Rackmount AU Power Rail - 10 ports 15A captive plug 

 

Layer 1 Power Rails have been manufactured to the highest quality and Australian 
Standards. 
 

KEY FEATURES – VERTICAL POWER RAIL 
 
 Vertical Rackmount 10 port Rail 

 On/Off Switch  

 2m Power Cord 

 Max Current: 15 Amp Captive Plug 

 Rated Voltage: 220-250V & 50-60Hz 

 Max Output Power: 3750W 

 Mounting holes at both ends of the unit 

 Dimensions: 693.8 x 45.8 x 48.7mm 

 Compliant: CE, RoHS, REACH, ISO9001:2015 

 Colour: Black  
 

KEY FEATURES – HORIZONTAL POWER RAIL 
 
 Horizontal Rackmount 1RU Rail 

 On/Off Switch  

 2m Power Cord 

 Max Current: 10 Amp 3-Pin Australian Plug 

 Rated Voltage: 220-250V & 50-60Hz 

 Max Output Power: 2500W 

 Mounting holes at both ends of the unit 

 Dimensions: 448.3 x 45.8 x 45mm 

 Compliant: CE, RoHS, REACH, ISO9001:2015 

 Colour: Black 
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